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1.1 Product Information:

Organization Name

ASMART LIGHT CO., LTD

Brand Name ASMART
Model Number AST-SP01-600WMHT2B1-acd
SKU (if available) N/A

Type of Luminaire

(for integral lamps, list base type and lamp type)

Architectural Flood and Spot Luminaires

Rated Voltage / Frequency

100-277Vac, 50/60 Hz

Nominal Power 600W

Rated Initial Lamp Lumen --

Declared CCT 4000K,4500K,5000K,5700K
LED Manufacturer OSRAM

LED Model GW PUSTA1.PM

Sample Number

Luminaire Aperture (for downlights)

BLC1809011E-U-A1(4000K),A2(5700K)

- m.

Luminaire Length

- mm

Luminaires Width

- mm

Number of Units (modular products)
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1.2 Test Specifications:
Date of Receipt Sept 13,2018
Date of Test Sept 17,2018

Total Luminous Flux

Luminous Distribution Intensity
Luminous Efficacy

Test item Correlated Color Temperature
Color Rendering Index
Chromaticity Coordinate

Electrical Parameters

i e A A o e

IES LM-79-2008 Electrical and Photometric Measurements of
Solid-State Lighting Products
2. ANSI C78.377-2008 Specifications for the Chromaticity of Solid
State Lighting Products
3. CIE 13.3-1995 Method of Measuring and Specifying Colour
Rendering Properties of Light Sources
4. CIE 15-2004 Technical Report Colorimetry
IESNA LM-16-93 Practical Guide to Colorimetry of Light Source
6. IESNA TM-16-05 Technical Memorandum on Light Emitting
Diode (LED) Sources and Systems

Reference Standard

Reference Work Instruction | BL-QP-033

1.3 Test Methods

1) Photometric and Light Distribution Measurement — Goniophotometer Method:

Photometric parameters were measured using the goniophotometer and software. The ambient
temperature shall be maintained at 25° C £+ 1° C, measured at a point not more than 1 m from the
sample and at the same height as the sample. The sample was operated at 120 or rated Volts AC, 60Hz.
It was stabilized before measurement was made. Luminous flux, luminaire efficacy, zonal lumen were
calculated from the software taken at 1° vertical intervals and 22.5° horizontal intervals.

2) Chromaticity Measurement — Sphere-Spectroradiometer Method:

Chromaticity parameters were measured using an integrating sphere, a spectroradiometer and software.
The ambient temperature condition inside the sphere was maintained at 25° C £+ 1° C. The sample
measurements were made using a spectroradiometer connected by a fiber optic cable and detector
through the detector port of the integrating sphere. The sample was operated at 120 or rated Volts AC,
60Hz. It was stabilized before measurement was made. Chromaticity coordinates, correlated color
temperature and color rendering index were calculated from the spectral power distribution taken at 5
nm intervals over the range of 380 to 780 nm.

3) Electrical Measurements:

Electrical parameters were measured using power meters incorporated in goniophotometer or
sphere-spectroradiometer system. The ambient temperature surrounding the sample was maintained at
25°C + 1° C. The sample was operated at 120 or rated Volts AC, 60Hz. It was stabilized before
measurement was made. Voltage, frequency, current, power, power factor and total harmonic distortion
were measured by and read from the power meter.
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2.1 Electrical, Photometric and Chromaticity Measurements
(Refer to Work Instruction BL-QP-033)

Test date 2018-09-17 Test Ambient: 25.2°C
Test Orientation As intended Stabilization Time (min) 90
Model Number AST-SP01-600WMHT2B1-ac40

Electrical Measurement:

Sample No. | Voltage (Vac) |Frequency (Hz )| Current (A) | Power (W) | Power Factor THD %

BLC180901 120.0 60 5.0989 610.65 0.998 4.02

1E-U-A1l 277.0 60 2.1990 585.98 0.962 7.02

DLC Pass Criteria | >=0.9(-3%) [ <=20(+5)

Chromaticity Measurement - Sphere-Spectroradiometer Method:

Parameter Result Special Color Rendering Indices
Test Voltage (V) 120.0 R1 72 R9 0

Frequency (Hz) 60 R2 80 R10 54
CCT (K) 3970 R3 88 R11 72
Duv 0.00005 R4 74 R12 51
Chromaticity (x, y) x=0.3818 y=0.3777 RS 72 R13 73
Chromaticity (u’, v’) u(u)=0.2256 v'=0.5022 R6 7 R14 93
Color Rendering Index (CRI) 74.3 R7 81 R15 65
R9 0 R8 54 - -

Photometric Measurement — Goniophotometer Method:

Parameter Result DLC V4.3 Pass Criteria
Test Voltage (V) 120.0 277.0
Frequency (Hz) 60 60 N
Total Luminous (Im) 87267.99 85594.10 >=30000(-10%)
Luminous Efficacy (Im/W) 142.91 146.07

Premium: >= 120(-3%)
Most worst Luminous/Highest Watts 140.17
Zonal lumens in the 0-90° zone (%) 99.7 -- >=85(-3)
Beam Angle (°) 16.4 - -
Center Beam Candle Power (cd) 540389 - -
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Spectral Power Distribution & Chromaticity Diagram

¥ CIE123L CHROMATICITY DIAGRAM 1.2
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Zonal Lumen Tabulation

Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Lamp % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 64,5249 73.9% 74% 0-10 31,036.7 35.6% 90-100 1194 0.1%
0-40 69,4154 79.5% 79.7% 10-20 25,7779 29.6% 100-110 0 0%
0-60 77,100.6 88.3% 88.5% 20-30 7,710.2 8.8% 110-120 0 0%
60-90 9,924.6 11.4% 11.4% 30-40 4,890.6 5.6% 120-130 0 0%
70-100 6,219.6 7.1% 7.1% 40-50 3,859.1 4.4% 130-140 0 0%
90-120 1194 0.1% 0.1% 50-60 3,826.1 4.4% 140-150 0 0%
0-90 87,025.1 99.7% 99.9% 60-70 3,8243 4.4% 150-160 0 0%
90-180 1194 0.1% 0.1% 70-80 3,466.0 4.0% 160-170 0 0%
0-180 87,1445 99.9% 100% 80-90 2,6343 3.0% 170-180 0 0%
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Photometric Data
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Candela Table - Type C

0 225 45 675 90 112. 135 157. 180 202. 225 247. 270 292. 315 337. 360
5 5 5 5 5 5

015341 5341 5341 5341 5341 5341 5341 5341 5341 5341 5341 5341 53416 5341 5341 5341 5341
65 65 65 65 65 65 65 65 65 65 65 65 5 65 65 65 65

15162 5135 5125 5167 5140 5176 5246 5297 5331 5364 5375 5364 5403 5334 5282 5209 5162
66 46 18 94 92 68 69 87 81 13 83 09 89 06 30 69 66

2 4879 4840 4815 4870 4817 4889 5005 5090 5156 5222 5240 5217 52712 5174 5047 4952 4879
73 44 99 73 22 59 02 60 05 43 98 37 8 71 48 67 73

314524 4477 4435 4452 4417 4506 4651 4752 4839 4924 4952 4922 49820 4873 4719 4595 4524
67 52 64 53 12 04 8 74 90 47 56 04 8§ 03 83 53 67

414114 4066 4024 4046 3953 4066 4169 4318 4425 4510 4552 4484 45563 4449 4293 4178 4114
72 23 8 72 27 43 23 60 80 54 69 22 6 38 8 99 72

513699 3641 3613 3649 3545 3641 3736 3878 3982 4061 4112 4050 41068 3955 3850 3755 3699
39 92 44 40 63 25 87 34 94 27 41 80 3 54 71 41 39

63279 3224 3244 3289 3182 3270 3355 3454 3541 3626 3670 3655 36924 3544 3443 3370 3279
60 74 17 26 60 46 04 15 93 11 56 83 1 95 77 87 60

712936 2890 2888 2960 2854 2909 3020 3119 3181 3267 3302 3290 32811 3176 3048 2988 2936
23 50 94 98 8 54 09 36 50 99 69 51 5 74 55 62 23

812615 2582 2587 2655 2521 2599 2679 2802 2853 2936 2966 2915 29303 2837 2716 2661 2615
01 92 40 76 48 66 20 94 04 08 35 47 3 23 63 64 01

912314 2288 2293 2333 2230 2304 2378 2493 2544 2614 2640 2587 25980 2510 2404 2352 2314
39 84 20 28 94 97 02 25 58 24 00 81 4 49 50 41 39

101 2029 2006 2012 2057 1949 2018 2087 2163 2243 2307 2293 2274 22821 2205 2103 2054 2029
76 06 27 26 28 94 50 51 9% 9 52 28 7 17 18 82 76

111759 1734 1741 1790 1671 1736 1800 1867 1945 2003 1986 1960 19746 1882 1814 1773 1759
13 46 32 65 55 70 33 30 80 58 83 75 0 22 64 46 13

121482 1451 1488 1545 1416 1473 1536 1600 1642 1694 1700 1675 16918 1602 1540 1518 1482
65 22 8 06 8 15 75 02 41 61 90 78 9 57 8 27 65

131251 1214 1229 1308 1178 1212 1298 1350 1386 1440 1436 1408 14100 1345 1269 1259 1251
53 9% 56 58 76 18 74 03 54 99 20 54 8 40 82 10 53

141034 9994 1017 1070 9551 9992 1065 1125 1156 1218 1199 1146 11757 1113 1040 1047 1034
41 7] 76| 21 3 1 9 92 50 52 12 16 5 75 78 24 41

158489 8219 8379 8745 7864 8104 8927 9232 9467 1014 9856 9561 TS 9048 8470 8591 8489
6 6 6 3 9 0 1 4 6 81 1 3 8 6 0 6

16 6908 6686 6845 7155 6219 6544 7180 7410 7745 8438 8031 7668 79960 7362 6837 7046 6908
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FONE LUMEMNS 9% LAMP LUMENS
FORWARD LIGHT | 42683 48.9
FL { 0°-30°) 31534 36.1
FM (30°-60°) 6245 7.2
FH  (60°-80°) 3508 4.1
FVH (80°-90°) 1306 1.5
BACK LIGHT 44466 51.0
BL [ 0%-30°) 33112 37.9
BM  (30°-60°) 6334 7.3
BH (60°-80°) 3692 4.2
BvWH I:Bﬂ“"gﬂ""}l 1328 1.5
UP LIGHT 119 0.1
UL (909-100°) 119 0.1
UH (100°-180%) 0 0.0
BACK FRONT TRAPPED LIGHT NA NA
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2.2 Electrical, Photometric and Chromaticity Measurements
(Refer to Work Instruction BL-QP-033)

Test date 2018-09-17 Test Ambient: 25.2°C
Test Orientation As intended Stabilization Time (min) 90
Model Number AST-SP01-600WMHT2B1-ac57

Electrical Measurement:

Sample No. | Voltage (Vac) |Frequency (Hz )| Current (A) | Power (W) | Power Factor THD %

BLC180901 120.0 60 5.0945 610.48 0.9986 4.23

1E-U-A2 277.0 60 2.2004 586.04 0.9615 7.16

DLC Pass Criteria | >=0.9(-3%) [ <=20(+5)

Chromaticity Measurement - Sphere-Spectroradiometer Method:

Parameter Result Special Color Rendering Indices
Test Voltage (V) 120.0 R1 71 R9 0
Frequency (Hz) 60 R2 76 R10 43
CCT (K) 5534 R3 80 R11 73
Duv 0.00337 R4 74 R12 47
Chromaticity (x, y) x=0.3317 y=0.3471 RS 72 R13 71
Chromaticity (u’, v’) u(u)=0.2041 v'=0.4805 R6 68 R14 88
Color Rendering Index (CRI) 72.5 R7 80 R15 65
R9 0 RS 59 - -
Photometric Measurement — Sphere-Spectroradiometer Method:
Parameter Result DLC V4.3 Pass Criteria
Test Voltage (V) 120.0 277.0
Frequency (Hz) 60 60 N
Total Luminous (Im) 89533.00 87536.79 >=30000(-10%)
Luminous Efficacy (Im/W) 146.66 149.37

Premium: >= 120(-3%)
Most worst Luminous/Highest Watts 143.39
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Spectral Power Distribution & Chromaticity Diagram
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Calculated Efficacy Data for family models (4500K and 5000K):

Model Number Luminous Flux (Im) | Power (W) Efficacy (Im/W)
AST-SP01-600WMHT2B1-ac40 87267.99 610.65 142.91
AST-SPO1-600WMHT2B1-ac45 87834.24 610.57 143.86
AST-SP01-600WMHT2B1-ac50 88400.49 610.57 144.78
AST-SPO1-600WMHT2B1-ac57 89533.00 610.48 146.66
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3. Test Equipment
Equipment Name Model No. Serial No. Next Calibration Date
Goniophotometeric System GPM-3000 DYHXF120001 2019-01-15
AC Power Source CHP-500C N/A 2019-01-14
Total Luminous Flux Standard
24V/150W DYJYR040040 2019-01-22
Lamp
Digital Power Meter WT500 DYDWQ200006 2019-01-14
Integral Sphere (2M) 2M DYJCE120067 2019-01-15
Digital Power Meter WT500 DYDWQ200006 2019-01-14
Optical Color and Electrical
CMS-3000S DYJCE120067 2019-01-15
Measurement System

Expand Uncertainty:
Photometric Measurement (Sphere): 2.04%, k=2
Chromaticity Measurement(Sphere):28.8K, k=2

Photometric Measurement(Goniophotometer):2.7%, k=2
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